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TERVEZOI NYILATKOZAT

országh áz könyvtári nagyolvasó szerkénykIíma felúj ítása
1 055 Budapest Kossuth L. tér 1-3.

épületgépészet kiviteli tervéhez

Kijelentem, hogy a fenti tervdokumentáció, a tervezett műszaki megoldások
megfelelnekazországos és ágazati (szakmai)szabványoknak, műszakielőírásoknak,
továbbá az általános érvényű hatósági előírásoknak, rendeleteknek és
határozatoknak, azoktól eltérés nem vált szükségessé'

A terv szerinti kiépítés esetén a rendszer biztonságosan uzemeltethető, a kívánt
feladatot ellátja.

A tervdokumentáciÓ elkészítéshez szÜkséges szakképesítéssel és jogosultságokkal
rendelkezem.

Ez a dokumentáció a vonatkozó jogszabályok szerint szerzői jogvédelemben
részesül.

Budapest, 2024. április 03

\Í}t l' .

ib /'
RétiJános

okl. épÜletgépész mérnök
G 01-10581
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ÉpÜLETG Épsz rvlÚsznKl LEíRÁS

országh áz könyvtári nagyolvasó Szerkényklíma felúj ítása
1055 Budapest Kossuth L. tér'1-3.

épüIetgépészet kiviteli tervéhez

1. ELOZMENYEK

Azországházban található könyvtár nagyolvasójába befÚjt friss levegő nyári lehűtését
egy Airwell X-4650-AR típusÚ szekrényklíma biztosítja. A folyamatos karbantartás
mellett is megérett a készÜlék egy nagyobb felújításara, hogy a további folyamatos
biztonságos üzem fenntartható legyen.

Jelen dokumentáció ennek a felÚjításnak a folyamatát taglalja

2. JELENLEG! ÁLLAPoT tsMERTETÉsE

A jelen feladat tárgyát képező klímaszekrény 1Séve, 2009-ben lett telepítve, azőta
folyamatosan működik.

A klímaszekrény a földszinti konyvtár teruletén kialakított gépházban került
elhelyezésre, Ez a gépház keverőkamraként is funkcionál: lde fújja vissza a
helyiségekből elszívott levegőt egy ventilátor; ide fújja be a szűrt és fűtött friss levegőt
egy befúvÓ légkezelő; innen szívja el és dobja ki a szabadba egy ventilátor a kidobandÓ
levegőt; és innen szívja el és fÚjja be a helyiségekbe a klímaszekrény a befÚvandó
légmennyiséget. Tehát a klímaszekrény kettős funkciót lát el: gyakorlatilag ez a
berendezés a konyvtári nagyolvasó befÚvó légkezelője télen/nyáron, ill. biztosítja
(amennyiben szÜkséges) a befÚjt levegő lehűtését' Mivel az előzőekben leírt módon
egy keverőkamrából szívja a klímaszekrény a levegőt, így egy szŰrőegységet is
tartalmaz, hogy a keverőkamrából beszívott esetleges Szennyeződést kisztlirje a
levegőből.

A jelenlegi klímaszekrény 2009-es tervezési adatai:
- két hűtőkÖrÖs berendezés
- tervezettlégszállítás9.000m3/h
- hűtőkÖzeg R4o7C
- hŰtésiteljesítmény38,9kW
- felvett teljesítmény 'l7,0kW
- hangteljesítmény77dB(A)
- rendelkezésre álló külső statikus nyomás 23oPa
- befoglaló méretek 171ox79ox1970mm
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a klímaszekrény jelenlegi elhelyezése
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3. TERVEZETT KlÉPÍrÉs

Mivel a klímaszekrény berendezés telepítése óta szigorÚbb energetikai előírások
léptek életben a gépészeti berendezésekkel kapcsolatban, így az Új gépek nagyobbak
lettek. Egy hasonló légszállítású és teljesítményű gép nem fér be a jelenlegi helyére.

Továbbá az új kültéri egységek telepítése a tetőre csakis daruzással torténhetne azi.
Antall József rakpartól, melyet a daruzás idejére teljesen le kellene zárni' Ez a lezárás
a következő 1évben nem megvalósítható.

Egy Új berendezés már más hűtőközeggel Üzemelne, mint a jelenlegi (R407C)' ezért
a teljes hűtőköri csövezést ki kellene cserélni' Ehhez megfelelő alpintechnikával
dolgozÓ céget, aki a megfelelő csőépítést és forrasztást el tudja végezni, szinte
lehetetlen. Az ,,F''-udvar felállványozása szintén komoly problémákat vet fel.

Fentiek miatt nem a teljes berendezés cseréjét irányozzuk elő, hanem annak
felÚjítását' A felújítás két részből ál az első, a tetőn lévő kondenzátorok elbontása, és
Újak telepítése a klímaszekrény szintjén az ,,F"-l)dvar oldalfalárai a másik a beltéri
kl ímaszekrény felÚj ítása.

A munka legelsó lépése a klímaszekrény és a kültéri kondenzárok elektromos
betápjainak' és épÜletfelügyeleti csatlakozásainak a szakszerű ideiglenes bontása. A
klímaszekrény a felÚjítás után, és az Újonnan telepítendő kondenzátorok a szerelési
munkák befejeztével ezeken a csatlakozásokon keresztül kapnak áramot, ill kerülnek
i nteg rálásra az épu letfel Ü gyelti rendszerbe.

Ezután a berendezés két hűtőköréből a hűtőközeget le kell lefejteni, és mint veszélyes
hulladékot kezelni' A veszélyes hulladékokra vonatkoző előírások betartása mellett kell
a hűtőközeget tárolni, majd Újra felhasználni.

A következő lépés a tetőre telepített 2db meglévő kondenzátor és szerelvényeinek
roncsba bontása. Majd a hűtőköri csÖvezést kell visszabontani (alpintechnika
igénybevételével) szükség szerinti mértékben a földszintig (klímaszekrény telepítési
szintje) úgy, hogy az Új kondenzátorok ráköthetőek legyenek. A kondenzátorok tetőn
lévő tartószerkezetének bontás előzetesen nem szükséges, azonban Megrendelői
döntés alapján ez változhat. Bontása esetén fokozatosan Ügyelni kell a tető
bádog ozására' i l l. an nak v ízzáróságának a megőrzésére (bontásn ak tartalm azn ia kell
a szükséges helyreállításokat is).

A betervezett új kondenzátorok álló kivitelű GÜntner GCVC-RD-080.2111-36 típusú
berendezések, R407c hűtőkÖzegre alkalmas kivitelben. A kondenzátor pontos
paramétereit a dokumentáció mellékeltét képezo kiválasztási adatlap tartalmazza,
mely kiválasztást a Johnson Controls lnternational Kft' végezte el a meglév
berendezés ismert paramérterei alapján. A kondenzátorok rezgéscsillapított
tartószerkezeten helyezendő el.

Az újonnan telepített kondenzátorokat 16l22-es csővezeték párokkal kell rákotni a
visszabontási utáni hűtőkÖri csőcsonkokra, és így csatlakoztatni a szekrényklímához.
A rákötés előtt a meglévő/megmaradó csövezés többszöri átmosása/átöblítése,
nitrogénes tisztítása és szárítása szÜkséges. Az Új csővezetékek anyaga 20mm vtg.
zártcellás hőszigeteléssel ellátott KS réz csővezeték keményforrasztásos kötésekkel.
A csőhálózat kültérben szerelt szakaszait védőburkolattal (mechanikai és UV védelem)
kell ellátni.
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A klímaszekrény felÚjítása az alábbi lépésekkel tÖrténhet.
- a gépben található hermetikus kompresszorok olajának savasság ellenőrzése,

szÜkség Szerint cseréje
- kompresszorok szárítószűrőjének cseréje
- kompresszorok hűtőköri adagoló szelepének cseréje
- Ventilátorok centírozása
- ékszíjtárcsák, ékszíjak cseréje
- ventilátor hajtó villamos motorok cseréje
- erősáramú villamos rész cseréje (teljesítmény védő kapcsoló, motor kapcsoló)
- beÜzemelés előtt szűrők cseréje

A szerelés elvégzése, a hűtőköröket fel kell tölteni R407c hűtőközeggel. Amennyiben
nem elégséges a lefejtetett és eltárolt mennyiség, Úgy szÜkség szerint ré kell tÖlteni.
Amennyiben felesleges mennyiség marad a lefejtett hűtőközegből, úgy azt az
előírásoknak megfelelően kell elszálIítani, megsemmisíteni.

A hűtőkozeggel való feltöltés, és sikeres nyomáspróba után a berendezéseket be- ill.

vissza kell kötni az épÜletfelÜgyleti rendszerbe és biztosítani kell az elektromos
ellátásukat a meglévő/megmaradó csatlakozásokon keresztül. Az éptiletfelügyleti
rendszerbe való bekÖtéshez szÜkséges gyártmánytervek elkészítése a kivitelezés
része.

Mindezek után történet meg a berendezésbeuzemelése, majd átadása a Megrendelő
felé a szÜkséges jegyzőkönyvek és dokumentációk elkészítésével.

FoNTos, hogy a klímaszekrény cseréjével, valamint a hűtőközeg
lefejtésével/visszatöltésével, kapcsolatos munkákat, a hűtőközeg mozgásokat, a
beÜzemelést a Nemzeti Klímavédelmi Hatóság (NKH) rendszerebén a munkálatok
alatt folyamatosan rögzíteni kell!

4. ALTALANOS KOVETELMENYEK

Minden anyag, berendezés kompletten, fő, - mellék, - segédanyagokkal szerelve,
nyomáspróbázva, előírt mázolással, szigeteléssel, tartókkal, - támasztókkal, függesztő
szerkezetekkel, forgó, - mozgÓ, - rezgő szerkezetekkel összefüggésben lévő
hálózatok, csővezetékek, berendezések rezgésszigetelő alátétekkel,
rezgésmegszakító elemekkel, megfelelő alapozásra elhelyezve készítendő.

Minden tartó, függesztő, csőkeret, alapkeret legalább horganyzott acél, Vagy
alumínium, szükség esetén rozsdamentes kivitelű'

Nyomás ill. tÖmörségi próbák, Üzembe helyezés, beszabályozások, műszaki átadás, a
kezelőszemélyzet megfelelő mértékű kiképzése, műbizonylatolások, gépkönyvek,
műszaki dokumentációk, a kivitelezett állapotnak megfelelő átadási dokumentációk a
vállalkozás kereteibe tartoznak.

A kivitelezés során minden ide vonatkozó magyar szabványt, munkavédelmi,
tűzvédelmi előírást be kell tartani.
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A tervtől való eltéréS csak a tervező jóváhagyásával tÖrténhet!

A műszaki leírásban, a kÖltségvetésben ill. a terveken Szereplő gyártmányok minőségi
szintet jelÖlnek. Azonos műszaki tartalmÚ és minőségű berendezésekkel
helyettesíthetők.

5. szlvÁRcÁsvtzsoÁnr
A 3'10/2008. (XIl.20.) Korm. rendelet szerinti kötelező szivárgásvizsgálat. A rendelet
értelmében az uzemeltető vagy tulajdonos kÖteles az első üzembeállításkor és
időszakonként kötelező szivárgásvizsgálatot elvégeztetni, és ezt az országos,
kozponti monitorozó rendszerben reg isztrálni, dokumentu mait feltölten i.

6. ÉpÜrcrcÉpÉszETl RENDSZEREK, MINT ÉpírÉsl TERMÉKEK
aeÉpÍrÉs ÉN EK szABÁLYAt

A27512013 (Vll.6.) számú,,az építési termék építménybe történő betervezésének és
beépítésének, ennek során a teljesítmény igazolásának részletes szabályairól'' szóló
Kormányrendelet előírja, hogy építési terméket csak akkor lehet beépíteni, ha
rendelkezik az e rendeletben előírt -az építési termék gyártójának- a termék
teljesítményére vonatkozó teljesítmény nyilatkozatával' A teljesítmény nyilatkozat
kiadásával gyártó felelősséget vállal azért, hogy az építési termék megfelel a
nyilatkozatban rÖgzített teljesítménynek.

A teljesítmény nyilatkozat kiállításának és alkalmazásának szabályait az említett
Kormányrendelet illetve a 3o5l2011lEU európai parlamenti és tanácsi rendelet
tarlalmazza.

A tervdokumentációban szereplő meghatározott építési termékek csak akkor
helyettesíthetők más termékekkel, ha azok rendelkeznek egyenértékű nyilatkozattal.

7. szABVÁNYoK, nnŰsznxl elŐínÁsoK

MsZ-1110111-85 Hűtőberendezésekbiztonságielőírásai
Áftalános követelmények

MSZ-1110111-85 Hűtőberendezésekbiztonságielőírásai
Csővezetékek

oTÉK országos ÉpítésÜgyi Szabályzat
5412014'(Xll.5.). BM országos Tűzvédelmi Szabályzatről
312002.ll.8.) sZcsM-EüM munkahelyek munkavédelmi követelményei
3/2003 (l.25.) BM-GKM-KvVM együttes rendelet az építési termékek műszaki

követelményeinek megfelelőség igazolásának, valamint
forgalomba hozatalának és felhasználásának részletes
szabályiról.

1996 évi Llll' Törvény a természet védelméről, az 1995. évi Llll. TÖrvény
kiegészítéseként
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1996 évi LVlll. TÖrvény a tervező és szakértő mérnökök, valamint építészek szakmai
kamaráiról

1993. évi XClll. TÖrvény a munkavédelemről
1995. évi Llll. Törvény a környezet védelmének á]talános szabályairól
1997. évi LXXV|ll. Törv. a az épített környezet alakításáról és védelmérő
412002. (ll. 20.) szcsM - EtiM együttes rendelet az építési munkahelyeken és az

építési folyamatok Során megvalósítandó minimális
m unkavédelm i kÖvetetményekről

1 9 1 l20o9 ( IX. 1 5) Korm. r. az építőipari kivitelezési tevékenység ről

Budapest, 2024. április 03

Ylt l',
{;b },
Réti János

okl. épÜletgépész mérnök
G 0'1-10581
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Models
VOLTAGE NON II{TERCHANGEABLE

PRODUCT CODE NUMBERS

lndoor unit Ouldoor unit

3N-400V-50Hz 3N-230V-50Hz* x 4650 x 6450 x 4650 x 6450

AR with air cooled
separated condenser

7XU022080 TXU022081
7XU031 027

(uc73A)
7XU031 028
(uc103A)

AO wated water 7XU01 2031

AO recycled water

The inÍormation contained in these instructions are
subject to modiÍication without prior notice.



INTRODUCTION
" Wlren the HGFG fluids are replaced, these appliance have been
optimized to operate with the R-4O7G coolant which contains no chtorine
and has no eÍÍect on the ozone layer."

í. DEF!NlTtoN . Possibility oÍ running in cooling mode down to an
outdoor temperature of -10" C for the AR models
with the'ALL SEASONS" accessory.

. There are two possibilities of regulation :

- basic integrated with 2 stages and neutral zone,
- Íor integration as an accessoryWith 4 stages and

a neutral zone,
- at a distance, as an accessory, with 4 stages

and a neutral zone.
. Two control possibilities (accessory):

lntegrated electrical heating coils or hot water
heating coils.

. Two reÍrigerant connection pipe possibilities (AR
models): up to 25 m maximum with factory pre-
charged pipes (accessory) or with pipes brazed
and charged on site (set oÍÍemale valves supplied
as an accessory Íor connections up to 45 m).

The packaged air conditioners are presented :

. With a separate outdoor condensing unit for the
AIR cooled models (AR).

. single packaged Íor the WATER cooled models
(Ao).

The air intake and discharge is provided :

. either directly by air intake grilles and a discharge
plenum (accessory),

. or by ducts Íor intake and/or discharge, to be
connected to the connection flanges (accessory).

This well{inished, single packaged unit combines
many features such as easy installation, high
efficiency, quiet operation and reliability, which make
it well suited Íor air conditioning, dehumidiÍication
and air filtering in offices, stores and industrial
premises.

These packaged air conditioners can be equipped
with the following accessories :

. Electric heater (integrated),

. Hot water coil,

. A 4-stage thermostat to be integrated,

. A 4-stage remote control thermostat,

. A double-deflection discharge plenum,

. 90% gravimetric air filters.

They benefit Írom 30 years experience and are
perfectly suited to working with :

. Wasted water; its consumption being reduced to
a minimum by a pressure valve (included in the
AO-wasted water model).

. Becycled water; supplied by a cooling tower or an
outdoor heat exchanger.

. outside air with the possibility oÍ operating at Very
low temperatures (down to -10'C with the 'ALL
SEASONS" option on the AR models).

2. MAIN DATA

. Cabinet with reduced Íloor dimensions.

. Standard ventilation :

Basic with drive motor and transmission by
ajustable pulley/belt.

. "High ventilation equipment available as option
providíng a greater available pressure'

. Veftical blowing with plenum (accessory).

. Two air intake possibilities :

on the Íront with grilles or on the rear with ducts,
with the rear air intake (accessory).

. Heat lagged Íilters M1, regenerable, mounted on
metalÍrame : 2 efficiency.

. Electrical, hydraulic and refrigerant connections
on right or left.

. Cooling by wasted water with pressure controlled
valve or by recycled water without valve.

3. DESCRIPTION
3.í Bodywork
. Panels and side Íaces made oÍ proÍiled sheet steel

covered with enamel finish, baked in a high
temperature oven.

. lntake grilles made of modular elements in
Ílameproof, shock resistant polystyrene, classified
UL-VO according to UL94.

3.2 lnsulation and protection
. Thermal and acoustic insulation oÍ the unit.
. Watertight unit base Íor the possible collection of

condensates or abnormal overflowing (e.9.
condensate drain tray clogging).

3.3 ReÍrigerant circuit

. All models
Double refrigerating circuit, each including :

- Hermetictype compressorÍitted with thermal and
electrical protections, linked to a Íactory sealed
and brazed cooling circuit.

- Pressostats and high and low pressure measu-
rement Schrader valves.

- Liquid circuit protected by a strainer (AO model)
or by a filter (AR model)

- Copper tube evaporator with aluminium Íins and
anti-corrosion protected condensate tray.

. AO Model
- Coaxial condenser with counter flow circulation,

equipped with Íinned copped tube in a steel
cover.

- Pressure valve on the water inlet for reducing
water consumption to a minimum (wasted water
model).

- On request, the unit is supplied without a pres-
sure valve but with an additional Schrader valve
connection for independent control of the water
Ílow (recycled water model).
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. AR / AO Model
- Reserve liquid receiver.

- Thermostatic pressure reducer with pressure
balancing.

- Liquid indicator and valve on liquid line.

. AR Model
- Male valves with cap on cabinet and outdoor

condensing units (UC) Íor refrigerating connec-
tions.

- Outdoor condensing unit (UC) with copper pipe
heating coils and AlJins.

3.4 Ventilation / Filters
. Blower equipped with two, direct drive, centriÍugal

Íans with double air intakes.
. Standard 3 speed Ían motor (VS) switchable Írom

the electrical terminal box (refer to electrical con-
nections).

. SpeciÍic "High Speed Ventilation'' (FV) motor
available as an optional extra.

. Cooling fan assembly mounted on a sliding
chassis with anti-vibration seals for easy mainte-
nance.

. M1 Ílame retardant re-usable Íilters, made oÍ
synthetic Íibres, with a metalÍrame and protective
grille.

. UC single phase, 400 V/230 V dual voltage
switchable fan motors.

. Ventilation coil for UC with direct drive and low
speed oÍ rotation.

3.5 Electricity / SaÍety
ManuÍactured in large series, these air conditioners
undergo nUmerous controls during Íabrication and
are systematically tested before delivery. SaÍety
devices effectively protect this equipment :

. Protection oÍ the compressor with Íuses, thermal
relay and electronic anti- short cycle timer.

. Protection oÍthe integrated heater (accessory)with
Íuses and dual automatic and manual reset
overload protection devices.

. Fuses on the control circuit.

. Protection of the fan motors (VS and FV) by fuses
and an internal saÍety device.

. Low pressure pressostats with automatic reset and
high pressure pressostats with manual reset.

. Solenoid shut off valve on the liquid line.

. Basic casing resistors on all models.

. Protection oÍ the UC fan motor with internal ther-
mostat.

. Mains power supply 3 N - 400 V - 50 Hz as stan-
dard and 3 - 230 V - 50 Hz as an oPtion.

. Terminal block for single phase 230 V power supply
to the control circuit with a 400 v l 230 V transÍor-
mer (not supplied) iÍ the neutral wire is not
available.

3.6 Gontrol / Regulation
. Fascia strip grouping the controls (Main "ON/OFF"

switch with control light - Heating "ON/OFF" and
Cooling "ON/OFF") and the regulation (inverting
thermostat).

. Automatic cooling/heating with neutral zone ther-
mostat supplied with the integrated electric heater
accessory.

. Anti-short cycle time delay on compressor(s).

. Location available in the electrical compartment
to house Staéfa-Klima type regulation modules
(not pre-wired, not supplied).

. 'ALL SEASONS' system (accessory).

4. AFTER SALES SERVICE / MAINTENANCE

CAUTION

Procedures for working on the cooling
circuit, and the technical charac-
teristics' are diÍÍerent Írom the R22.
Gonsult the corresponding instructions
and Íollow the recommendations when
carrying out any work.

Access to the air filters is from the Íront, after removal
of the air intake grille.

All the refrigeration, electrical and ventilation devices
are easily accessible Írom the Íront of the unit, after
removal oÍ the Íront panels.

The design and manuÍacturer are Írench meaning
that spare parts availability is Íast and easy.

Every accessory is supplied with fitting instructions
(and adjustment instructions, iÍ necessary).

The technical data, installation instructions, mainte-
nance and operation instructions, exploded views
and spare parts lists are available on request.

4



Models
x 4650 x 6450

AR AO AR

NoMTNAL C0oL|NG CAPAC|TY (1)
W

BTU/IIR

38900
'137000

45700
157200

55000
1 89200

FLOW
TREATED AIR

Nominal
Mlni./maxi.

m3/h

m3/h

9000
7200/1 0800

'12000

9500/1 4500

FRESH AIR Nominal (wilh jet accessory) m3/h '1300
1 650

STATIC PRESSURE
AVATLABLE (2)

Standard equipment
High ventilation equipment

daPa
daPa

0123

7148
0l2s
0l48

POWER INPUT

VENTILATION

Standard squipment Mini./ltlaxi.

High Venlilation equipment Mini/Ít/axi'

W
W

1 600/2400
3700/4500

31 00/4600
4700/5800

SOUND PRESSURE
rND00R uNrT (3) Normal speed dBÁ

6l 60 69

ELECTRIC POWER
SUPPLY

Nominal voltage
Voltage ranOe

Total power input (1) W 1 6950

3N-400V-50Hz
360/440

I rssoo 
I

24000

WATER CIRCUIT (1)

Flow mYtt
Wasted water

Head loss kPa

2,8

18

Flow m3/h
Recycled water

Head loss kPa

8,3

56

OUTDOOR CONDENSING
uNlT (uc)

Type

Number
AÍr ílow unit

Power input unit
Sound pressure unit

m3,tr

W
dBa

UC 734
2

7000
580
56

uc 1034
2

1 0000
590
56

a
UJ(t
a
=o
O

INDOOR UNIT

WxDxHnet
WxDxHpacked

Weight net packed

mm
mm

kg

1715 x 790 x 1970
1915x890x2220

s25l5e5 | SOSTOSS

1980 x 790 x 1970
21 B0 x 890 x 2220

600/680

DISCHARGE
PLENUM

WxDxHnet
WxDxHpacked
Weight net packed

mm
mm

kg

17.15 x 790 x 400
2030x475x840

31/sB

1 980 x 790 x 400
2080x475x840

35142

OUTDOOR

coNDENSTNG (UC)

WxDxHnet
WxDxHpacked
Weight net packed

mm
mm

kg

1141 x885x831
1 160 x 950 x 1000

93n15

1546x885x893
1565x950x1000

1 30n 60

OPTIONS
"High Ventilation" equipment
Power supply 3-230 V - 50 Hz (5)

ACCESS0RIES

EIecÍical heatin g integrated/duct
Hot water coil
Front discharge plenum (1 and 3-way)

Rear intake duct outlet

4-stage thermostat
Remote íault transÍer

'All seasons" system
Set oÍ Íermale pipe valves
Reírigeratin g connections (max 25M)

KW
(6) kw

37,5 45
94

TH 3í2o

TECHNICAL DATA

(1) lnternational standard lS0 51-51 conditions
Type A : 27"C119 wet bulb. - Outside atr 35C124"C wet bulb.
Wasted water : inlet + l5"C - Recycled water inle/outlet : 29l35'C.

(2) Nominal air Ílow nominal !f:r!l!' } at nominal Voltage Without accessories'
Minimum air ÍloW maximum pressuresJ

(3) Total soundpressureindBA(4m) undernominal conditionsinaroomoÍ1000m3(reverberation0.83sec)
(4) Total sound pressure in dBA (4m) under nominal conditions in open space on reÍlecting surÍace.
(5) Voltage range minimum 198V maximum 242 V (the other electrical values are not changed)

(6) Hot water coil 90/80"C - Treated air 20"C - 50% with nominal air flow.

x4650/X6450
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x 4650

INDOOR TEMPERATURE OC
Thi 13

Tsi 17

OUTDOOR TEMPERATURE "C Tse +10

COOLING PERFORMANCES
Model X 4650 AR

AIR FLOW : 9.000 m3/h

TH 3í2í

BS = Dry bulb temperature ('C)
BH - Wot bulb tomporaturo ('C)
PT = Totalcooling capacity (W)

PA = Powerabsorbedbythecompressor(W)
(without Ían motor)

PS = Sensitive cooling capacity (W)

Power absorbed by the indoor Ían : 1 576 W

MIN!MUM
TEMPEBATURE

INDOOR TEMPERATURE "C
Thi 22

Tsi 32

OUTDOOR TEMPERATURE "C Twe +30

MAXIMUM
TEMPERATUBE

6

AíÍ tempe]atu1e
at evapolator inlet (t) Air temperatule at condenser inlet ("G)

BH BS 15 20 25 30 35 40 45

15

PT W 4021 5 38757 37298 35839 34380 32922 31 463

PA W 13143 1 3939 1 4735 1 5531 1 6327 17123 17919

21 PS W 23278 23784 24290 24796 25302 25808 26314

23 26441 27016 27551 281 65 28740 2931 5 29890

25 29604 30248 30891 31 535 32178 32922 31 463

27 391 41 38757 37298 35839 34380 32922 31 463

29 40215 38757 37298 35839 34380 32922 31 463

3'l 40215 38757 37298 35839 34380 32922 31463

17

PT W 42698 41181 39664 381 47 36630 35113 33596

PA W 1 323S 1 4051 1 486{ 1 5677 1 6490 1 7303 18116

21 PS W 22009 22487 22966 23444 23922 24401 24879

23 25379 25930 26482 27034 27585 28137 28689

25 28749 29374 29998 30623 31248 31 873 32498

27 32119 32817 3351 5 34213 36630 35r13 33596

29 40767 40767 39664 38147 36630 35113 33596

31 42393 41181 39664 38147 36630 35113 33596

19

PT W 45202 43626 42051 40475 38900 37325 3574S

PA W 1 3408 14246 1 5084 15522 167sÍ 1 7598 1 8436

21 PS W 17140 17512 1 7885 18257 1 8630 1 9003 1 9375

23 20718 2't 169 2't619 22070 22520 22970 23421

25 24297 24825 25354 25882 26410 26938 27466

27 27876 28482 29088 29694 30300 30906 31512

29 31 455 321 39 32822 33506 341 90 34874 35558

31 35034 35795 36557 40475 38900 37325 35749

21

PT W 47865 46212 44559 42905 41252 3S5S9 37946

PA W 1 4005 1 4868 1 5731 1 6594 17457 1 8321 19184

23 PS W 1 5361 1 5695 1 6029 't6363
1 6697 1 7031 1 7365

25 19156 '19573
1 9989 20406 20822 21239 21 655

27 22952 23451 23950 24448 24947 25446 25945

29 26747 27328 27910 28491 29073 29654 30236

31 30542 31 206 31 870 32534 331 98 33862 34526

33 34337 35084 35830 36577 37323 38070 3881 6

23

PT W 50549 4881 I 47087 45356 43625 41 894 401 63

PA W 1 4709 1 5597 1 6485 í 7373 18262 19150 20038

25 PS W '13268
1 3557 1 3845 14133 14422 14710 1 4999

27 17282 17657 1 8033 1 8409 18784 19160 1 9536

29 21295 21758 22221 22684 23147 2361 0 24073

31 25309 25859 26409 26959 27509 28060 2861 0

33 29322 29959 30597 31234 31872 32509 33147

WORKING RANGE



TH 3122

INDOOR TEMPERATUBE OC
Thi 13

Tsi 17

OUTDOOR TEMPERATURE 'C Tse +'10

COOLING PERFORMANCES
Model X 6450 AR

AIR FLOW : 12.000 m3/h

x 6450

BS : Dry bulb temperature ("C)

BH = Wnt hrrlh lnmnnritilrrn ('0)
PT = Total cooling capacity (W)

PA = Power absorbed by the compressor (W)

(without Ían motor)
PS : Sensitive cooling capacity (W)

Power absorbed by the indoor Ían : 31 30 W.

MINIMUM
TEMPERATUBE

INDOOR TEMPERATURE "C
Thi 22

Tsi 32

OUTDOOR TEMPERATURE "C Twe +30

MAXTMUM
TEMPEBATUBE

7

AiÍ tempelatu]e
at evapoÍatol inlet í'c|

Air temperature at condenser inlet ("G)

BH BS 15 20 25 30 35 40 45

15

PT W 57997 55893 53789 51 686 49582 47478 45374

PA W 20152 21415 22638 23862 25085 26308 27531

21 PS W 36377 37168 37958 38749 39540 40331 41122

23 40938 41828 42718 43608 44498 45388 45374

25 45500 46489 53542 51 686 49582 47478 45374

27 56448 55893 53789 51 686 49582 47478 45374

29 57997 55893 53789 51686 49582 47 478 45s7 4

31 57997 55893 53789 51 686 49582 47478 4537 4

17

PT W 51 578 5S390 57202 5501 4 52826 50638 48450

PA W 20340 21 58S 22838 24086 25335 26584 27833

21 PS W 35002 35763 36524 37285 38046 38807 39568

23 39862 40729 41 596 42462 43329 441 95 45062

25 44722 45695 46667 47639 4861 1 49584 47932

27 49582 56448 55887 54989 52826 50638 48450

29 58793 58793 57202 5501 4 52826 50638 48450

3l 61 138 59390 57202 5501 4 52826 48450

19

PT W 651 88 6291 6 60644 58372 56100 53828 51 556

PA W 20600 21 888 23175 24463 25750 27038 28325
21 PS W 28078 28689 29299 2991 0 30520 31130 31741

23 33240 33962 34685 35407 361 30 36853 37575

25 38401 39236 40070 40905 41740 42575 43410

27 43562 44509 45456 46403 47350 48297 49244

29 48723 49782 50842 51 901 52960 53828 51 556

3'l 61138 61138 60577 58372 561 00 53828 51 556

21

PT W 69029 66645 64261 61 876 59492 571 08 54724
PA W 21517 22843 24169 25495 26822 281 48 29474

23 PS W 25606 261 63 26720 27276 27833 28390 28946

25 31 080 31 755 32431 331 07 33782 34458 351 33

27 36553 37348 38142 38937 39731 40526 41321

29 42026 42940 43853 44767 45681 46594 47508

31 47499 48532 49565 50597 5'1630 52662 53695

33 52973 54124 55276 56427 60790 5921 I 57312

23

PT W 72900 70403 67907 6541 0 62914 60417 57921
PA W 22598 23963 25328 26693 28057 29422 30787

25 PS W 22669 23162 23655 24148 24641 25134 25626

27 284s8 29076 29695 3031 3 30932 31 551 321 69

29 34246 34990 35735 36479 37223 37968 38712

31 40034 40904 4177 4 42645 4351 5 44385 45255

33 45822 468't8 47814 488'10 49806 50802 51 798

WORKING RANGE



x 4650 TH 3123

BS = Dry bulb temperature ("C)

BH =Wet bulb temperature ("C)

PT :Total cooling capacity (W)

PA =Power absorbed by the compressor
(W) (without Ían motor)

PS :Sensitive cooling capacity (W)

Power absorbed by the indoor Ían

= 1450 W
0n :Nominal air Ílow

COOLING PERFORMANCES
Wasted water . Model X 4650 AO

NOMINAL AIR FLOW Qn : 9.000 m3/h

I

Air temperature
at evaporator lnlet ('C) Wasted waler supply

BH BS Watel temperatute oc 10 í5 20

15

PT W 39775 Water consumption vh 2240 2623 3459

PA W 12736 Water pressure kPa 11 15 26

21 PS W 27172

23 31150

25 35127

27 39775

29 39775

31 39775

17

PT W 42374 Water consumption Vh 2356 2759 3638

PA W 12851 Water pressure kPa 12 16 28

21 PS W 25252

23 29489

25 33727

27 37964

29 42374

31 42374

19

PT W 45000 Water consumption vh 2477 2300 3824

PA W 1 3050 Water pressure kPa 13 18 31

21 PS W '19060

23 23560

25 28060

27 32560
29 37060

31 41 560

21

PT W 47738 Water consumption vh 261 6 3063 4040

PA W 1 3580 Water pressure kPa 15 20 35

23 PS W 1 6764

25 21 538

27 26312

29 31 086

31 35860

33 40633

23

PT W 50504 Water consumption l/h 2760 3232 4262

PA W 14193 Water pressure kPa 16 22 39

25 PS W 14080

27 19131

29 24181

31 29231

33 34282

AiÍ output correction Qn

0,8x0n 0,9xQn Qn 1,1r0n 1,2xQn

Total cooling capacity 0,940 0,970 1,000 1,020 1,040

Sensitive cooling capacity 0,890 0,950 '1,000 1,050 1 ,100

Power absorbed 0,970 0,985 'I,000 1,005 1,010

Working range Mini. temperalure Maxi. temperature

Air temperature at evaporator inlet

BH fC) 15 23

BS fC) 21 32

Water temperature ('C) 10 J.l



TH 3124 x 4650

COOLING PERFORMANCES
Recycled water . Model X 4650 AO

Air temperature at
evapoÍatoÍ inlet ('G)

rHlssl I x loso

Recycled water supply

lnlet water temperature "C 29

Water pressure kPa 50

Water consumption r/h 8000

15

PT W 39775

0utlet water temperature OC 35

PA W 12736

21 PS W 27172

23 31150

25 35127

27 39775

29 39775

31 39775

17

PT W 42374

0utlet water temperature "c 35

PA W 1 2851

21 PS W 25252

23 29489

25 33727

27 37964

29 4237 4

31 42374

19

PT W

0utlet water tempelature "G

PA W

2l PS W '19060

23 23560

25 28060

29 37060

31 4'1560

21

PT W 47738

0utlet water lemperature oc 36

PA W 1 3580

23 PS W 16764

25 21 538

27 26312

29 31 086

31 35860

33 40633

23

PT W 50504

0utlet water temperature "C 36

PA W 14'193

25 PS W 14080

27 't9131

29 24181

31 29231

33 34282

BS =Dry bulb temperature ("C)

BH =Wet bulb temperature ('C)
PT =Total cooling capacity (W)

PA = Power absorbed by the compressor (W)

(without Ían motor)
PS =Sensitive cooling capacity (W)

Power absorbed by the indoor Ían = '1 450 W

I



x4650/X64sO

x 6450

TH 3125

-ffi

Air flow

AERAULIC CHARACTERISTICS
Models AR/AO

FRONT OR REAR AIR INTAKE WITH STANDARD AIR FILTERS

s

x 4650
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Qa = Treated air flow
Qn = Nominal air Ílow

Airflow
(m3/h)

Jltb
.;..JE]
!Example Oal

r#r
l"=rl:E E

Example : ModelX 4650
Qa = 9500 ms/h
Standard Ventilation (VS)
Available static pressure: 10 daPa
Fan rotation speed : 790 r.p.m.
Power absorbed : 2000 W

Example:Modélex6450
Qa = 11000 m3/h
High Ventilation (FV) in option
Available static pressure : 30 daPa
Fan rotation speed : 1000 r.p.m.
Power absorbed : 3800 W

vEl{TltATl0ll
EQUIPMEIIT

Standard
ventilation

(vs)
Motor S kW

Hlgh
Ventilation

(Fv)
Motor 3,7 kW

Rotation speed
turbine
r.p.m.

Mini Maxi Mini Maxi

635 825 825 1 065

Available
static
pressure
daPa
without
access0ry

Nominal
Ílow
9000 m3/h

0 15 't6 41

Minimum
Ílow
7200 mslh

7 23 24 48

vEltTttATt0l{
EOUIPMEIIT

Standard
ventilation

(vs)
Motor 3,7 kW

High
Ventilation

(Fv)
Motor 5,5 kW

Rotation speed
turbine
r.p.m.

Mini Maxt Mini Maxi

735 930 875 '1105

Available
static
pressure
daPa
without
access0ry

Nominal
Ílow
12000 mfi

0 17 I 36

Minimum
Ílow
9500 m3/h

I 29 22 48

Pressure drops oÍ accessories (0n = 9000 m3fi) x 4650

lntegrated electric heating daPa 1

Hot water heating coil daPa 8

Blowing plenum daPa 4

Filters 90 % daPa 2

Pressure drops oÍ accessories (0n = 12000 m3/h) x 6450

lntegrated electric heatin g daPa 1

Hot water heating coil daPa I
Blowing plenum daPa 5

Filters 90 % daPa e
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TH 3126 x 4650

HYDRAU LIC CHARACTERISTICS
Model AO - Gondenser supply

HYDRAULIC PRESSURE LOSS
wrTH PRESSOSTAT VALVE (AVl

wrrHouT PREssosrAT vALvE (svl

APW U)

ct
6
@a

(kPa) é'
b
6st
x

100

90

80

70

60

50

40

30

20

'10

0

AV = WITH valve
(for wasted water)

SV = WITHOUT valve
(for recycled water)

0 1 213 4 s 6 7

100 kPa = 1 bar

B! 9 10 1i 12 13
0w (m3/h)
Water Ílow

2,80

NominalÍlow

I
/

/
I

7I
pI

l / I
I

,/
I
I/

/
X

I
I.I

WATER SUPPLY WASTED WATEB BEGYCTED WATER

MODETS x 4650 x 4650

NOMINAL WATER FLOW
(AtR T0 BE TREATED 27 "C - 47 y,) (m3fi) 2,8 8,3

NOMINAL WATER TEMPEBATURE
lnlet

0utlet
fc)
fc)

15 26
a

WATER PRESSURE
Minimum (kPa)

Maximum (kPa)

50
1 000 1 000

HYDRAULIC CONNECTIONS
(LeÍt or right) 0 lnleV0utlet (mm)

Female nut

F b 26xU (1")

Male connection

M 0 33 x 42 (1"114)

CONDENSATE DISCHARGE
Flexible pipe

0 (mm) 26132 26132

SAFETY DISCHARGE
Bottom oÍ unit

0 (mm)
7t\',

22 mm external
718',

22 mm external

11



x4650/X6450 TH 3127

Trrr!C

!DS{{455{h'E{r65708 EJ t5 !C +s

8o 35 .l{) .Ér 50 lit m 7i ED 8E 5C. lm ÍE í10 r'|5

Qw
(m3/h)

Watel Ílow
0,86 x Pt (kW)

ATW

HEATING PERFORMANCE
HOT WATER COIL

Models AR - Ao (AccessoÍyl

Pt=KrxIxPt,

Q' GEFFIGlENT ÁTw

^TwOG I 10 12 14 16 18 20

K, 't,01
1 0,98 0,96 0,95 0,94 0,92

Tcit
s5

Z+

u-
1Ü

lE

lü
IT

n
lü

E

6

F{1
ETY

I
Í

A660

Kí cGFFIclE]{T
AIR FI.OW

0a/0n K,

0,80
0,90

1

1,'t 0
1,20

0,87
0,95

'|

1,06
1 ,13

Pt
Pt
Tsi
0a
0n
0w
Twe

Tws
ATW

Twm

APW

WATER PRESSURE LOSSES

= Total cooling capacity with nominal air Ílow

= Total cooling capacity

= Dry indoor temperature

= Treated air flow

= Nominal air Ílow

= Water Ílow

= Hot water inlet temperature

= Hot water outlet temperature

= Difference in temperature water inleVoutlet

= Hot water average temperature

= Hot water pressure drops
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100kPa= lbar
10kPa= lonce
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WaterÍlow
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4650

Model X 645O
Ex: Tsi = 20"C

Water = 90/80'C
Twm : 85'C

= 94kW

x 4650 x 6450

Capacity 5 6

Nominal water Ílow m3/tt 6,6 8,1

Maxi. water pressure kPa 1 000

Maxi. water inlet temperature Twe'C 90

Mini. dry indoor temperature Tsi'C +6
6 Connection mm F33 x 42 (1"114)

-lt-,'lI
4 I

!

T
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Nominal Ílow



TH 3í28 x46so/x6450

ELECTRICAL HEATER / HOT WATER COIL
ACCESSORTES

BUILT.IN
HEATER

tt

Filter

<- INTAKE

{r otscHARGE

tu

Marks Models x 4650 x 6450

e HOT WATER
c0tL

Nominal power input
Nominal water Ílow
Water pressure loss

0 Connections

KW
msih
kPa

mm

77
6,6
25

94
8,1

49

F33 x 42 (1"1/a)

@
ELECTRICAL

HEATER

Total power input
Number oÍ stages
Number oÍ elements
Power inpuVelement

KW

KW

(2x15)+7,5
2
5

2,5

3x'15
2

'18

2,5

NOTES:
. The electrical heater and the hot water coil can not both be Íitted.
. Provide Íor a separate regulation Íor the hot water coi|'
. The integrated electric heater is supplied with an automatic cooling/

heating thermostat with neutral zone and is equipped with 2
temperature limit controls (manual/automatic).

FILTER

COMMENT:
The filters also provides clean air Írom the Íresh air intake (Íresh air intake
accessory) and the rear air intake.

(1) Test report 603 325/3 dated 05.05.76 issued by the L.N.E. (PARIS)
(2) Test report 82.'18176 dated 12.05.82

r+1-\.ts

li

h t:

Supply - llame Basic - 4R150 Accessory - 48300

Models x 4650 x 6450 x 4650 x 6450

FILTER
Flat with metal Írame,

mounted on sliding rails

MATERIAL Flame retardant synthetic Íibres

NUMBER OF FILTERS 2 - Re-usable

DIMENSIONSWxDxH
W
D

H

mm
mm
mm

740
15

780

870
15

780

740
18
780

870
18

780

EFFTCTENCY (1) % 83 90

EURoVENT /CSTB (2) CLASS|FtCAT|0N EUsAí'| EU4A41

ACCESS Air intake grilles (Íront)

13
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x46so/x6450 TH 3í29

O Ventilation On/Off switch 
^o off

1 On (with control light)

@ "Cooling" selection switch *
o off
1 Automatic operation only (1) - F'l + F2

Automatic cooling/heating operation (2)

@ "Heating" selection switch s
o off
1 Automatic heating alone (1) C1 + C2

Automatic heating (2) /cooling
@ Built-in thermostat

- switch for cooling or heating control
O Fault ventilation
@ Fault compressor 1 

| Hp pr"".ure switch compressor thermal control
@ Fault compressor 2J

CONTROLS AND REGULATION
Gontrol pane!

I

Manual hot/cold operation with basic thermostat

. cooLlNG (F1 + F2)
(mandatory position)

. HEATING (C1 + C2) (3)

(mandatory position)

Symboles

0

Pressed

lmpoilant :

Switch in Ían
ON POSITION

IMPORTAI{T:
l{ever press simultaneously on the
position codem.

Automatic cooling/heating operation with basic thermostat

r-=
AOtooo

Note : When the unit features an electrical heater, to optimize equipment performance' it is preÍerable to use the Íour-stage
thermostat or any other means of regulation available to the user.

Automatic operation with a Íour-stage thermostat

2 COOLING stages (F1 + F2)
2 HEATING stages (C1 + C2) (3)

(1) Automatic basic thermostat
(2) Equipment with automatic cooling/heating thermostat - Íour stages and electrical heater (accessories to order)
(3) The entire electrical power Íor this stage is reached after a Íour minute time delay.

REMOTE CONTROL (accessory)

. COOLING/HEATING Automatic regulation is on one cold stage (F2) and
(mandatory position) one hot stage (C2) (3).

. COOLING/HEATING
(mandatory position)

-Á=
lot
U o

-Á=
^öt{t o o

-Á---
Áülooo

n 4
O ON/OFF Cooling/Heating switch

@ Heating signal lamps

@ Cooling signal lamps

@ Adjustment of reference temperatures
(can be locked on min. and max. positions)

Dimensions in mm

o

6

I

I

I

I

-t I

*tüi

14



TH 3í3o x4650/X6450

DESCRIPTION OF THE AIR TREATMENT UNIT

@ Discharge plenum (accessory) with double deflection

@ Access panel to the air-cooled motor Ían unit and the hot water
coils (accessory) or to the electric heater (accessory)

@ Control panel Íor regulation and display

@ Hydraulic connections of hot water coils.
Access to right or left hand side.

@ Air intake grille

@ Connection Íor Íresh air intake (accessory not supplied), on left or
right

@ Access panel to the electrical and reÍrigeration compartments

@ Connections for electric, hydraulic and reÍrigerating links (left or
right)

@ satety drain pipes Írom watertight bottom.
Access on left or right side.

FRONT DISCHARGE
(WlTH "Plenum" accessory) tt

"Air discharge
connection Ílange''

access0ry

REAR AlR INTAKE
(WITH "Air intake connection flange" accessory)

"Air intake
connection Ílange"

access0ry I Masking air intake

1 grille with rear airf

t_++

VERTICAL DISCHARGE
(WITHOUT accessory)

DISCHARGE
WITH DUCTS

(WITH "Connection
flange" accessory)

Fan assembly mounted
on sliding chassis

Hot water coil
(accessory)

Electric heater
(accessory)

Direct discharge cooling coil
(Evaporator)

Filter mounted on sliding rails
(Íresh air and air intake)

Condensate
tray

Condensate
drain hose

Hermetically
sealed compressor

.á-\t- íFl

'15

intake panel
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x4650/X6450

DTMENSIONS . INSTALLATTON
Air treatment unit

See exact mounting speciÍications in the installation instructions supplied with the equipment'

FRONT VIEW
t REAR VIEW

Models
x 4650 x 6450

A
B
c
D
E
F
G

171 5
'1665

200
1 265
355
144s
530

1 980
't930

250
1 430
360

1 700
580

@: Tapped holes MB
to fasten on the
Íloor
(at Íront and rear)

Dimensions in mm

TOP VIEW (without plenum)

GLEARAIICES T0 BE PR0VIDED (mm)

FROI{T tATEMt

DISCHABGE

Vertical I Plenum

slltE

Connecti. I oppo*.

650 '1000 650

ACCESSORTES
(External dimensionsf HYDRAULIC

CONNECTIONSDISCHARGE DUCT
CONNECTION FLANGE x 4650

AIR INTAKE DUCT
CONNECTION
. FLANGE

E

EE-
a+

-s76

_ii
": 

!

TH 3í3í

t íá:

x 6450

q

!
E
$

O Water outlet

O Condensats draining

@ Water inlet

!r
E!

-1

I

J

(

REAR

Models A B c D E F G H J

x 4650
452

1432 '1020 435
516 179

286 1t6
135

x 6450 1702 565 395 140

NÉ

::

t'
I
I

I

r-i

-#
a

ÉJ-

i)REAR VIEW

TOP VIEW

16



TH 3í32

CLEARANCES
TO BE PROVIDED

Top :2,50 m
oÉ'+lt

Access panel
electrical

ent

UC A B c D E

UC 734 114'l 71 83 '183 30

FLOOR MOUNTING
AND FIXING

DTMENSIONS . INSTALLATION
0utdoor condensing unit - Type UC 73A / X 4650

Model AR

x4650/X6450

*
Dimensions in mm

+

f7 tnraxe

I DTSGHARGE
UC 734

Air Ílow m3/h 7000

Rotational speed ventilation r.p.m 775

Sound pressure at 10 m (1) dBA 48

(1) Sound pressure in open space on reÍlecting surÍace

uc toSA
Air Ílow m3/h 1 0000

Rotationalspeedventilation r.p.m 640

Sound pressure at 10 m ('l) dBA 48

(1) Sound pressure in open space on reíecting surÍace

FLOOR MOUNTING AND FIXING
2 possibi

E
E

{
Ü
frÍ.tr

,/-
.F)+tE

tJ

"E.EEínt-
I

OJOnr

I

rHTT
l ill': .' Ja í.13l"n
Íll,'=^'l }tr! gxto
'LJJ J.......'........+l

Or4+m

2"d possibility
Íot UC 73 A

4 holes 0 1

h
m
{t

íl
anl(E

o,rtnl

CLEARANCES
TO BE PROVIDED

Top:2,50 m

0.ll{l E

0utdoor condensing unit - Type UC 103A n( 6450
Model AR + *

_g!F __________,-

p runre
t DTSGHARGE

{
{
{

J-t.GNEI
D

rF'é
f

H

4 oblongs
holes

X

UC 734

F 151

G 760

H 230

l!'

.ri-\t{l

I

I

L

ir
fl.Afrrl E+.D

17
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x4650/X6450

CONDENSEB AT THE SAME LEVEL
AS THE INDOOR UNIT

mD00R u]{tT L maxi. : 45 m c0ilDEl{sER

L

TH 3í33

REFRIGERATION PIPEWORK
Model AR

UGN'í
(uc 73Al1O3Al

Aí - Discharge liquid

Bí - Liquid line

ucN"2
(Uc 73Alí o3Al

Aí_

Bí - Liquid line

REAR VIEW

Ft
í.,)#:q Bending oÍ reÍrigeration pipes : R >a 3,5

Model A0 (indoor unit) 5560 x 2 6315 x 2

* per m above 2 m

-=q- Minimum slope downwards: 1 cm/m

Discharge Line

Liquid Line

CONDENSER HIGHER THAN
THE INDOOB UNIT

H. maxi. = 20 m
(L+H) maxi. = 45 m c0ltDE

t1{D00R u1{lT

L

.T

ET77TT

t{

REFRIGERANT CHARGE in R-4O7C

CONDENSER LOWER THAN THE INDOOR UNIT
r{000R ul{tT

I
hmaxi.=9m
(L+h) maxi. = 45 m

GOl{DEI{SER .
I

NOTES:
For pipes between 25 and 45 m long (made on the site) the choice oÍ the pipes (diameter) and the installation
must be made professionally.

18

x 4650 x 6450

Air treatment
ModelAR 600x2 2170 x2

Condensing units
UG73Ax2
UG 1034 x 2

s
s

7000 x2
8130 x 2

Precharged linking
pipes
(maxi. length 25 m)
. Discharge line D

charge
. Liquid line g

g/m*charge

5/8"
Precharge

1t2"
110

314
Precharge

s/8"
183



TH 3134

POWER SUPPLY
3-230V+Earth
(Íegulated in Francel

3-230 V + O

FFO

SG

!
I
I il

x4650/X6450

ELECTRICAL CONNECTIONS
Main power supply

POWER SUPPLY
3-4OOV+Earth

(with neutrall

3-400 v +

I

FFO

I I

I

I
I

Ll N x

SG : GENEHAL SELECTOR MANDATORYI
FFo - FF1 - FT1 : FUSE TYPE aM f
T1 : TRASFORMER 400/230 V J

x 4650. AR

II

tr tr
UG 734

0n
UG 734

0n
Gompressor nol Gompressor n2

to be supplied by installer
(comply with local regulations)

INTERCONNECTIONS WITH OUTDOOR (Models ARI
-=-+=

x 6450. AR

-

ffi
uG ío3A

0n Compressor noí

ffi
uc ío3A

0n Compressor n'2

NoTE : Motors UG 73A and UC 103A are coupled oÍ single phase 400/230 V.coupling.
They are supplied ex-Íactory coupled Íor single phase 400 V.

To are to be coupled on site at the power supply voltage oÍ the cabinet, that is single phase 230 V Íor a three phase 230 V units

INTERCONNECTIONS WITH REMOTE AMBIENT THERMOSTAT (Accessoryl
x 4650
x 64so

-l
I

I

I

I

I

4
t IL +

POWER SUPPLY
3 - 4OO V + Earth (without neutralf

3-400 v + rÁv
1-230 V N/PH:-_=

-t'l
!J

FÍl
I
1
'|

I
I_l I

400/230v I

L +j

EL|M|NATE SiiÁ

7 l'0 É I 3 't5 t{ 13 llE

E{
,:bl

\F

19
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Unit type Model X 4550 Model X 6450

Power supply 3 -230 V* - 50 Hz 3N -400 V - 50 Hz 3 -230 V* - 50 Hz 3N -400 V - 50 Hz

Models AR AO AR AO AR AR

. Gooling + Ventilation(VS/FV)*
- Nominal power input kW
- Nominal intensity A
- Maximum intensity A
- Starting intensity A
- Motor Íuse rating A
- Cable size mm2

17119
54162
76/85

1761203
80/1 00
25135

1 3,9/1 6
47155
67176

1461173
80
25

17119
3U37
43148

100/115
50
't0

1 3,9/1 6
27132

3s144
84/99
40/50

10

24125,6
75182

105/113
2441268

125
50

24125,6
44t46
60/65

1 39n 54
63/80
1612s

. Electrical heatlng
+ Ventilation (VS/FV)

- Nominal power input
- Nominal intensity
- Maximum intensity
- Starting intensity
- Motor Íuse rating
- Cable size

KW
A
A
A
A

mm2

39,4141,5
108/116
1281137
1761203

160
70

39,4/41,5
108/1 16

1281137
1461173

160
70

39,4141,5
61/66
73t78

1 00f '15

80
25

39,4141,5
61/66
73ft8
84/99

80
25

48,4150
1 3211 39
1 55/1 58
2441268

160
70

48,4150
75n9
89194

1 39/1 54
100
35

. DeshumidiÍication
+ Ventilation (VS/FV)

- Nominal power input
- Nominal intensity
- Maximum intensity
- Starting intensity
- Motor Íuse rating
- Cable size

KW
A
A
A
A

mm2

39,4141,5
110/r18
1351144
24U269

't60

70

37,9140
1071115
't30/t 39
2191246

160
70

39,4141,5
6468
77182

1371152
80/1 00
25135

37,9140
61/66
74ft9

1251140
80
25

43,7145,3
1241131
152160
30u326

160
70

43,7145,3
70174
87192

17Ul87
100
35

x 4650 I ){6,450

ELECTRICAL SPEC! FICATIONS
Main power supply

TH 3í35

TBAl{SF0 BMER (l{ot supplied)
Íor power supply 3-400 V + Ealth' without neutlal

Models AO AR

Nominal power input
single phase transÍormer
400V/230VinVA

x 4650 250
250

x 6450

* VS : Standard Ventilation - FV : High Ventilation.
Note : 1 Cooling unit and 2 x 15 kW heating are considered in terms oÍ dehumidiÍication

INTERCONNECTIONS WITH OUTDOOR UNIT . MOdEI AR
Unit type Model X 4650 Model X 6450

Power supply 3-230 V*- 50 Hz 3N- 400 V- 50 Hz 3-230 V*- 50 Hz 3N- 400 V- 50 Hz

. Unit power
Outdoor unit

- Nominal power input
- Nominal intensity
- Maximum intensity
- Starting intensity
- Cable size

Model
Coupling

KW
A
A
A

mm2

UC 73A
-230V-50Hz

580
3

3,2
5

1,5

UC 734
-230V-50H2

580
1,7
1,8
3

1,5

Uc ío3A
-230V-50H2

590
3,2
4
6

't,5

uc ío3A
-230V-50H2

590
1,8
2
3

1,5

" THREE PHASE 230 V : lnstallation regulated in France.
*" IMPORTANT : These values are for information only, they should be checked and selected to comply with local and/or

national codes and regulations' They are also subject to the type of installation and to the type oÍ cables.

INTERCONNECTIONS WITH REMOTE CONTROL . TRANSFORMER
! I{TERG 0 l{l{EGTI 0 l{ WITH BEM OTE C 0 l{TR0 L (ac c essory)

Unit type
Model
x 4650

Model
x 6450

. Gooling + ventilation (VS/FV)
- Nominal intensity
- Maximum intensity
- Starting intensity
- Cable size

A
A
A

mm2

1

2
3
1

20
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E
Giintner

I
Dátum:
Ajánlatkérés idöpontja
Projekt:
Ajánlatiszám:
Pozíció:
Kapcsolattartó::

2024-05-07

Kondenzátor GCVC RD 080.2/11-36

Teljesítmény: 25.0 kw(l)

Levegö térfogatárama: 10265 m3/h

Belépö léghöm.: 3B.0 "c 40 o/o

Tengerszint feletti magasság:0 m

Légsebesség: 2.3 mls
k-érték: 31'74 W/(m'z'K)

Hütökozeg: R407c(2)
Forró göz hömérséklete: B3'0 "c
Kondenzáció kezdete: 49.6 "c
Kilépö kondenzátum: 43'6'c
Forró göz tétÍogatárama: 5'59 m3lh

Hütöközeg tömegárama: 435 kg/h
Nyomásesés: 0'15 bar / 0.30 K

Ventilátorok (EC):
Motoradatolddb:

Fordulatszám:
Teljesítmény (el.)
Áramfelvétel:

1 db 1-230V 50-60H2

630 min-1
0.48 kw
2.'10 A(s)

Hangnyomásszint:
Távolság:
Hangteljesítmény:
ErP:

45 dB(A)(3)
3.0 m
67 dB(A)

Complianl{a)

Teljeselektromosteljesitményfelvétel:0.48kW Energiaosztály: c
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Burkolat: Horganyzott acél, Porszórt RAL 7035
Höcserélö felület: 100'4 m2

Ünanalom: 8.6l
Lamella-osztás: 2'10 mm
Passz szám: 10
Üres súly: 112kgttl
Max. üzemi nyomás: 32.0 bar
Méretek:0)

Készülék hossza: 1284 mm
Készülék szélessége: 608 mm
Készülék magassága: 'l153 mm0)

Lábak száma: 4

Höcserélö csövek: Réz€)
Lamellák: Alumínium(6)
Csöcsatlakozások készülékenként:
Belépö csonk: 22* 1.35 mm
Kilépö csonk: 22* 1.35mm
Strangszám: 16
PED classification: AÍt' 4, par. 3(8)

Ul:4252447

Szállításihatáridö: 8hét(g) (Helyzet:2a24-03-27)
Az általános eladási és szállítási feltételek érvényesek!
Műszaki változtatások joga fenntartva



Gtintner
Projekt:
Ajánlatiszám:
Pozíció:
KapcsolattartÓ::ccvc RD 080.2111-36

L1

Fil6: EMRVeÍti€lcompact-BcD-1 x1 -UN l.emÍ

| = 1284 mm
L1 = 1150 mm
D = '12.6 mm

W = 608mm
W1 = 380 mm

w2 W1

H=
W2=
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1153 mm
31 mm

Figyelem: vázlalrajz és méretek nem minden tartozéknálfelelnek meg!

Rezgéscsillapító lábak s MA1 o1

Tartozék db

Rezgéscsillapító lábak sMA1 4
Nyomás szenzor (5209529) 1

Szerelés és bekötés (KapcsolÓszekrény, Ventilátor, 1

Nyomás szenzor)
GMMnext EC Controller + GPD(ío) 1

'l x (5215290) GMMnext EC-Controller lP54 'txM

1 x {5215272) GPD+Terminals RM Box for EC Fans 230VAC 1x

Szükségtelen ventilátor paraméterezés(11) 1

Fontos megjegyzések / Kiegészítő jegyzetek:
(t) Számítások és teljesítmény mérések az alábbi szabványok figyelembevételével történnek:

Kondenzátor/gázhűtő: EN327
elpárologtató/léghűtó: EN328
szárazhűtő: EN1048



(2) Közegcsop ort 2 a 201 41 68/EU irányelvek szerint.
(3) EN 1 3487iEN 9614-1 burkoló felületi eljárás szerint, tolerancia = +2 dB(A). Csak szinusz szabályzós AC ventilátorokra és

EC ventilátorokara vonatkozik. Egyéb vezérlési módszerek vagy vízpermetező rendszerek által keltett zaj, illetve a telepítési
helyszínből adódó hangreflexiók nincsenek figyelembevéve és zajszint növekedést okozhatnak.

(4) Ezen a készülék ventilátorai, teljesítik a2009l125lEG (ErP) irányelv hatékonysági követelményénének.
(s) A hömérséklet és a hálózati feszültségváltozások függvényében az áramfelvétel eltérhet a megadottól (VDE irányelvek

alapján).
(g) A készülék aggresszív környezetben történő használata előtt íeltétlenül szükséges az anyagokat a konkrét telepítési

körülményeknek megfelelően kiválasztani_ Lsd. Anyagválasztási brosúra a GPC program menÜ ''?'' alatt.
(7) Méret- és súlyadatok nem érvényesek minden lehetséges variánsra| Ktilönbözhet' ha tartozékokkal van felszerelve vagy ha

speciális késztjlékről van szó (S-.'.)'
(8) CsŐvezeték (DN = 19'3 mm, TSmax = 

't00 "C. Gáz halmazállapotÚ). Végleges kategorizálás megrendelés feldolgozáskor. a
201 4 l 68lEU nyomástartó edény irányelv szerint.

(9} Széria készülék szállítási határidö gyári átvétellel, tehát kiszállítási idő nélkül. Készülékek gyártási rajzzal, egyedi
készülékek, egyedi tartozékok vagy nagyobb darabszámok esetén szállítási határidő kérésre.

(10)(GMEc0'|-021ONo'|-xNNxNNN-N-ERM) Szélesség x Magasság x Mélység: 200 mm x 300 mm x 132 mm' Súly: 5 kg,
Védelmi rendszer lP 54, Üzemi hőmérséklet: -20.0'c - 40.0'c, Power supply: 400 VAC / 5060 Hz / 3-Ph+N+PE, Íull load
amperage (FLA): 2.1 A, Maximum overload protection (MOP): 10.0 A(gUgG)

(1 1)Automatikus paraméterezés GMM-melot-
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